
Soundscape PrePosition v1.0  Manual

All controls work in both Soundscape and Panner mode, unless stated otherwise.

X-Axis

Pans the signal along the X-Axis.

Y-Axis

Pans the signal along the Y-Axis.

Rotation

Rotates the panner around the center position by +/-
180º.  Try mapping an LFO with an ‘Up’ or ‘Down’
sawtooth wave to this control.

Spread

Defines the focus width of the signal. A small amount means the signal is focussed around a smaller area, a high
value means the signal is diffused across a larger area.

Center

Determines the width of the area in which the signal is heard when the panner is set in the central position. This
control does not have any effect when in Soundscape mode, it only works in Panner mode.

Smooth

The smooth control determines how quickly changes in the panner position are applied to the signal. When set to
zero, a sudden change in the panner results in an instant change. If smooth is set to a higher value, the position
will only change gradually.

Share Setup

Allows sharing the current speaker and output channel configuration
across other Surround Panner devices in the set. Only works for
Panner mode.

Speaker Positions

Defines the speaker setup to be used: this affects both the amount
of speakers and their position.  Only works in Panner mode.

Ext Out

Select your soundcard outputs here, for Panner mode to output
audio.



Left

Audio in to the plug in Left channel on/off.

Right

Audio in to the plug in Right channel on/off.

Stereo / Mono

Stereo or Mono.  If both L and R are on and Mono is enabled, a -6dB
attenuation is applied to avoid clipping the input to the panner.

Soundscape / Panner

Soundscape or level panner mode.

Sound object

DS100 sound object controlled by this instance.

Delay mode

Sound object delay mode.

En-Space

En-Space send gain.

IP address

Enter the DS100 IP address here.  Changing this will change IP
address for all instances of
PrePosition in the session.

Mapping area

Global mapping area.  Changing this will change mapping area for all
instances of PrePosition in the session.

LED

Green LED in top right corner will flash when your DS100 at the
specified IP address returns a ‘pong’.

Please contact Bill Brooks at BrooksAudio for more information:

bill@brooksaudio.co.uk
+44 7595 305 109

mailto:bill@brooksaudio.co.uk

